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Thick walled micro ducts developed to be the best 
solution of direct burial and have superior blowing 
characteristic. Quality of the product is tested 
according to IEC Standards.

 Available in Size and Color
Excellent crush and tensile resistance.

 Can be branched off easily
The primary tube Can be directly buried as a single micro duct

 Excellent mechanical and enviromental characteristic

 Nominal sheath thickness is 1.0 mm

 Can be used in any environment

 Conforms to ASTM D 1238, ASTM D 638-14, IEC 60794-1-2 E1,
IEC 60794-1-2 E3, IEC 60794-1-2 E4, IEC 60794-1-2 E10,
IEC 60794-1-2 E11 ,GR356

 Compliance with ROHS، REACH، SVHC

 Lifetime Warranty

 Guaranteed quality and performance

 Producing in different sizes such as 7/4-12/8-14/10

• Made with High quality materials

• Simple line of connectivity products

7 Way Thick walled micro ducts



Application:

Designed for slots and micro-trenches
Distribution networks







Easy to strip

 Required less technical skills and time in the field to make connections.

 Can be used in any environment

• Possibility to pass 144 core from a 10mm tube
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- Technical Specification 

7/4mm OD(mm) 
Max. 

Tensile 
(N) 

Weig 
ht 

(Kg/K 
m) 

Bend 
Radius 
(mm) 

Crush 
(N) 

Length/ 
Drum 
(m) 

Drum Size 
(mm) 

Gross 
Weight 
(Kg) 

Number 
of drums 

in 40 

1 way 9.0 500 52 110 2000 2000 970*325 118 120 
3 way 16.0*15.1 1250 128 190 2000 2000 1320*550 324 33 
4 way 16.0*16.0 1580 162 200 2000 2000 1460*550 428 32 
5 way 23.0*15.1 1910 195 190 2000 2000 1450*720 497 22 
6 way 21.1*19.5 2240 228 240 2000 2000 1500*720 569 22 
7 way 23.0*21.1 2520 258 260 2000 2000 1640*720 649 21 

12 way 30.0*27.2 4060 415 330 2000 2000 1720*1100 992 13 
14 way 37.0*21.1 4750 485 260 2000 2000 1700*1100 1128 13 
19 way 37.0*33.3 6140 627 400 2000 1000 1640*1100 783 14 
24 way 44.0*33.3 7610 777 400 2000 1000 1720*1100 946 13 

24+1 way 43.6*43.6 8370 855 530 2000 1000 1980*1100 1080 12 

12/8mm OD(mm) 
Max. 

Tensile 
(N) 

Weig 
ht 

(Kg/K 
m) 

Bend 
Radius 
(mm) 

Crush 
(N) 

Length/ 
Drum 
(m) 

Drum Size 
(mm) 

Gross 
Weight 
(Kg) 

Number 
of drums 

in 40 

1 way 14.0 970 99 170 2000 2000 1170*550 254 40 
3 way 26.0*24.4 2480 254 300 2000 2000 1540*1100 640 14 
4 way 26.0*26.0 3180 325 320 2000 2000 1660*1100 802 14 
5 way 38.0*24.4 3870 395 300 2000 2000 1780*1100 957 13 
6 way 34.8*32.0 4530 463 390 2000 2000 1800*1100 1113 11 
7 way 38.0*34.8 5160 527 420 2000 2000 2230*1100 1361 10 
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14/10mm OD(mm) 

Max. 
Tensile 

(N) 

Weight 
(Kg/K m) 

Bend 
Radius 
(mm) 

Crush 
(N) 

Length/ 
Drum 
(m) 

Drum Size 
(mm) 

Gross 
Weight 
(Kg) 

Number 
of drums 

in 40 

1 way 16.0 1140 117 20 2000 2000 1330*550 303 33 
3 way 301 34 2000 2000 1760*1100 772 13 
4 way 386 36 2000 2000 1900*1100 967 12 
5 way 470 34 2000 2000 2050*1100 1159 11 
6 way 551 45 2000 1000 1800*1100 637 14 
7 way 

30.0*28. 2940 
30.0*30. 3780 
44.0*28. 4600 
40.2*37. 5390 
44.0*40. 6150 628 49 2000 1000 1970*1100 851 12 
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