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Application.and Properties:

- Other Details
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  Outdoor S/FTP CAT7 Patch-cable

 10Gbps انتقال داده با رعت •

• دارای دو روکش جهت محافظت بهر کابل جهت استفاده در محیط های
Outdoor

UV مقاومت باا در برابر •

• مقرون به رفه و بسیار با کیفیت و مناسب برای انتقاات رعت باا 

• نسبت سیگنال به نویز باا و قابلیت اطمینان باا 

• استفاده از فویل آلومینیومی و میله برقگیر 

ISO/IEC 11801, IEC 61156-5, EN مطابق با استانداردهای •
.EN 50288-4-1 1-50173 و
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Value

- Technical Specification 

Specification

1.4

Type of cable

Line pair

Wire material

Insulation Material

Wire diameter (with Insulation) [mm]

4

Copper, %100  

PE

Outdoor S/FTP CAT7

Alu PETP foil

Tinned braided copper

FRNC/LS0H orange RAL 2003

with glass rovings

PE black

11.8

600

140 Ω/km

42 pF/m

100 Ω ±5 Ω

> 85 dB

> 40 dB

12 ns/100 m

12 ns/100 m

81 %

during draw-in:≥ 92 mm 
permanently installed: ≥ 46 mm
≤ 150 N

≥ 2000 N/10 cm

≥ 20 impacts
during installation: 0° C to + 50° C
in operation: -20° C to + 60° C
2.69

141

Screen (pair)

Shield

Sheath

Rodent protection

Outer sheath

[Sheath Ø [mm

ELECTRICAL PROPERTIES

[Frequency [MHz

Loop resistance at 20° C

Mutual capacitance

Impedance at 100 MHz

Coupling attenuation

Near end unbalance attenuation

LCL at 1-600 MHz

Delay Skew

NVP

MECHANICAL PROPERTIES

Bending radius

Tensile strength

Crush resistance

Impact

Temperature range

[Fire load [MJ/m

[Weight [kg/km
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Value

- Technical Specification 

Specification

Cat. 7, 600 MHz 
EIA/TIA 568-C.2 
EN 50173 
EN 50288 
IEC 11801 
IEC 61156-6
IEC 60189, IEC 60708
IEC 60754
IEC 61034
IEE 802.3at

Standards
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